
Fitted Facemask (Jesse Killion version of CraftPassion style mask) with Halter Tie 

YouTube video with pattern link below:  https://www.youtube.com/watch?reload=9&v=N4r8nwFdUxY 

1. Choose appropriate size pattern based on face measurements (see where to measure at minute 21:30 of video)  

 Bridge of nose to front of ear (about a finger width in front of ear) 

Bridge of nose to under chin 

 If there isn’t a pattern that matches both of your measurements, choose the one based on nose to chin.  It’s 

easy to lengthen or shorten the sides 

2. With prewashed fabric right sides together, pin pattern onto outer fabric.  See diagram for indication of straight 

of grain (if you put the pieces any which way, it is likely to stretch and bulge oddly).   

Cut 2 pieces of the outer mask fabric.  Repeat with lining fabric. (Note:  make the 

lining out of a different fabric so you know which side goes out when you wear it.  I 

try to make sure the lining fabric is nice and soft).  You should have mirror image 

pieces of the outer and lining fabrics.   Cut one  2” x 9” strip for the casings. This can 

be the outer fabric or a contrasting fabric.  (The pattern shows a small piece called 

“nose piece cover”- you can ignore that- I’ve come up with an easier way to deal 

with the nose wire). 

3. With right sides together, stitch the outer fabric along the center (nose) seam, 

using a ¼” seam. 

 With right sides together, stitch the lining fabric along the center seam, using a 

3/8” seam.  By making the lining a bit smaller, it will fit together better. 

 Cut little notches in the seam allowance where the seam is really curving.  Don’t 

cut through your stitching!  Press seams to one side. 

 

4. Nest lining and outer mask, right sides together.  Match center seam at the top, nesting the seam allowance to 

reduce bulk (see photo).  Stitch from center to outer edge, using ¼” seam.  Flip over and stitch other side from center to 

outer edge. (this just makes it easier to manage the curves than trying to stitch from one edge to the other).  Clip 

(straight cuts, not notches) in the curves (avoiding clipping through the stitches).  It only looks like notches in my photo 

because I have stretched the top of the mask into a straight line) 

https://www.youtube.com/watch?reload=9&v=N4r8nwFdUxY


 

 

5. Stitch the bottom edge in the same way.  Clip the gentle curve near the center seam. Turn right side out, finger 

press top and bottom edges to get a nice edge, then press with iron.  Edgestitch top and bottom ~ 1/8” from edge. 

6. Inserting the nose shaper:  I use plastic covered wire, cut to about 3.5” long, with a scant ¼” turned in on each 

end (visible in photo).  Mark 2” on either side of the center seam on the top edge of the mask.  Stitch between these 

marks, 3/8” in from the upper edge. 

Create a stitched casing by stitching another line 3/8” parallel to the first line.  Close one end with stitching. 

Insert the wire piece.  Stitch 

second end closed. 

 

 

 

 

 

7. Check fit by holding up to face.  If ear sides are too close to your ear (common), trim off enough to leave about 

1/2” space between raw edge of mask and start of ear (probably about 1/4-1/2” trim) on each side. 

8. Make casings for ties: Press in ~1/4-3/8” on each on the 9” sides of the casing 

piece.  Fold in half so pressed edges match.  Press to create crease.  Cut into two 

pieces 4 ½” long. 

 

 

 

9. Fold under short edges of casing pieces so that casing is the same length as the side of the mask.  Stitch one 

edge of casing to side edge of mask (can stitch on either front or back).  Press towards casing.  Turn mask so that the 

seam allowance is visible. 

Lay t-shirt yarn along the raw edge of the mask seam allowance, as far from the stitching line as possible.  Be sure that 

the cut ends of the yarn are towards the top of the mask.  Fold the other edge of casing around the yarn and the seam, 

overlapping the previous stitching line if possible.  Stitch down. 

 

 

 

 

 

 

 



 

 

Repeat on the other side of the mask, ensuring that you have a loop of yarn on the lower side and two strings of yarn on 

the top side. 

Knot the ends of the t-shirt yarn.  The yarn can be trimmed shorter by the user once they know how long their needs to 

be. 

You are done! 

 

 


